
Available sizes
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h

c
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Strength
S

c
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Strength
S

R
 in mm

≤ 60 1,2 6 ; 8
> 60 1,7 6 ; 8

Product characteristics
• Quick squeegee change
• Improved degree of fi lling during application
• High load cycle stability
• Even level squeegee edge thanks to coplanar grinding
• Low thermal expansion
• High chemical resistance
• High bending elasticity
• Can be combined with all commercially available machines:

such as e.g. Asys, Baccini, Manz and JRT, and many more

Possible applications
• In all areas of fl at-bed screen printing, such as e.g. in the

solar industry, in microelectronics, and many more.

Cost savings by
• Reduced paste consumption
• Homogeneous print result
• Increased tool life
• Enhanced stability Pre-assembled products (length, height and strength) of squeegee 

and carbon substrate as well as angle and printing edge on request.
Max. manufacturing length of approx. 2600 mm

Carbon substrate tolerances: 
+ /- 1 mm height
+ /- 0,2 mm thickness

Squeegee tolerances: 
+ /- 1 mm length
+ 0 mm – 0,6 mm thickness (for 6 or 8 mm PUR)
+ 0,5 mm – 0 mm height (for 13 mm PUR)
+ /- 5° Shore
A (according to DIN 17715)
92° ± 1° grinding angle

KOENEN 
Carbon HQ Squeegee

Achieving the production goal faster with the KOENEN Carbon HQ. The car-
bon substrate is inseparably joined with the non-thermoplastic elastomer. The 
coplanar grinding ensures an even level squeegee edge and thus a balanced 
pressure distribution.
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Shore hardness
• 65° Shore (blue)
• 75° Shore (blue)


